
• HIGH-SPEED PRINTING

DRIVES THE Di650 AT FULL RATED

SPEED OF 65PPM TO KEEP UP 

WITH HEAVY DOCUMENT TRAFFIC;

INTEL CELERON 366MHZ CPU IN 

COMBINATION WITH FIERY’S 

ASIC “RIP CHIPS” FOR EXTRA 

PROCESSING POWER

• POWERFUL SCANNING

STANDARD TWAIN SCANNING LETS

YOU SCAN DOCUMENTS TO YOUR 

PC AS EASILY AS YOU MAKE COPIES;

IMAGES CAN BE STORED AND

RETRIEVED IN PDF OR MULTI-TIFF

FORMAT

• PAGESCOPE™/PAGESCOPE LIGHT

MINOLTA’S EXCLUSIVE SOFTWARE FOR

MANAGING YOUR ENTIRE FLEET OF

COPIERS AND PRINTERS — PRINTER

SETTINGS, JOB LISTS, METER LOGS,

ERROR CODES AND MORE

• PAGESCOPE CABINET

PERSONAL FILE MANAGEMENT TOOL

THAT ORGANIZES ELECTRONIC 

DOCUMENTS AND SCANNED FILES

ALLOWING FOR EASY RETRIEVAL

• ADVANCED FIERY® TECHNOLOGY

SIMPLE GRAPHIC INTERFACE GIVES

YOU SUPERIOR PRINT CONTROL AND

DOCUMENT MANAGEMENT TOOLS 

• RIP-WHILE-PRINT®

SIMULTANEOUSLY PROCESSES AND

PRINTS TO INCREASE OUTPUT SPEED

AND PRODUCTIVITY 

• FIERY WEBTOOLS™

INCLUDED UTILITIES LET YOU 

MONITOR, MANAGE, AND MANIPULATE

YOUR PRINT JOBS FROM VIRTUALLY

ANY REMOTE JAVA-ENABLED BROWSER

• POWERFUL FIERY OPTIONS

FIERY DOCBUILDER™ TO MANAGE 

AND EDIT RIPed FILES, FIERY

FREEFORM™ FOR ELECTRONIC 

FORMS CONTROL, FIERY COMMAND

WORKSTATION FOR CONTROLLING 

UP TO FIVE Pi6500 UNITS

• VERSATILE NETWORKING

10/100BaseT NETWORK INTERFACE

WITH OPTIONAL TOKEN RING 

CONNECTIVITY; SUPPORTS TCP/IP,

NOVELL IPX/SPX, AND APPLETALK 

• ADOBE POSTSCRIPT 3, PCL6

HIGH-RESOLUTION PRINTING 

WITH 136 RESIDENT POSTSCRIPT

FONTS PLUS 46 RESIDENT PCL

(TRUETYPE) FONTS

Pi6500 PRINT CONTROLLER 

Looking for speed, flexibility, cost-efficiency — and the power to do

more with your documents?  It's time you discovered the digital 

productivity of a connected Minolta solution.  Add the Pi6500 Print

Controller to your Minolta Di650, and you'll have total print/copy/scan

capabilities with 65ppm output, network connectivity, point-and-click PC

control over document handling and finishing.  You'll also have

advanced Fiery technology to preview documents, manage and edit

RIPed files, create electronic forms and manage your workflow through

any Java-enabled web browser. Built-in TWAIN-compliant scanning,

PostScript 3 and PCL6 printer languages, versatile interface for seamless

integration in PC and Mac environments — it's all here, and all ready to

help you work faster by working smarter.  

M I N O L T A  D I G I T A L  D O C U M E N T  D E L I V E R Y  S Y S T E M

T YPE:  PRINT/SC AN CONTROLLER

SPEED:  UP  TO  65  PPM

DRIVERS:  PCL  6,  ADOBE POS T SCRIPT  3

RESOLUTION:  600 x  600 dpi

HARD DISK DRIVE:  10.2GB

MEMORY:  6 4MB (S TANDARD)  128MB (MAXIMUM)

NET WORKING:  IEEE 1284, 10BaseT/100BaseT

SC ANNING:  T WAIN DRIVER (S TANDARD)

6500
Pi

PRINT CONTROLLER
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T YPE:
Fiery Print Controller

PROCESSOR:
INTEL Celeron @ 366MHz

FIERY OPERATING SYSTEM:
Linux

MEMORY (RAM):
Standard: 64MB (DRAM)
Maximum: 128MB

HARD DRIVE:
10.2 GB

PRINT/SCAN SPEED:
Up to 65-ppm (letter, with Minolta Di650)

RESOLUTION:
True 600 x 600 dpi

PAGE DESCRIPTION LANGUAGE:
Adobe PostScript 3, PCL6

INTERFACE TO Di650:
IEEE 1394 Firewire

INTERFACE TO NETWORK:
Parallel (IEEE 1284 compatibility)
Ethernet 10/100BaseT  (RJ-45)
Token-Ring option (RJ-45)
Automatic Protocol Switching

NETWORK PROTOCOLS:
TCP/IP, Novell IPX/SPX, Appletalk (EtherTalk)
Token Ring (option) 

NETWORK MANAGEMENT:
SNMP (Simple Network Management Protocol)
MIB (Machine Information Base)-PageScope Light

FONTS:
136 Adobe PostScript 3 Resident Fonts
46 PCL (TrueType) Resident Fonts

NETWORK UTILITIES:
PageScope™/PageScope Light
Fiery Link
Command Workstation

PRINT UTILITIES:
Fiery DocBuilder Pro™ (option)
Fiery Downloader™

Fiery FreeForm™

Fiery RIP-While-Print®

Fiery WebTools™:
WebInstaller
WebLink™

WebSetup
WebSpooler™

Job Log
WebStatus™

DOCUMENT PRINTING FEATURES:
Booklet Creation
Continuous Print™

Cover Page/Back Page Insertion
Duplexing
Electronic Collation
Fast Reprint
Folding (tri-fold, crease-fold)
Hole Punching
Job Merging/Editing
Linux Support
Reprint RIPed File
RIP-While-Print®

Sorting
Stapling
Thumbnail/Full-Screen Preview
Transparency Interleave
(All features accessed through PPD)

CONTROLLER PRINT JOB QUEUE:
Up to 99 jobs in addition to copier/printer job queue

CONTROLLER JOB ACCOUNTING:
Information stored in memory can be accessed
electronically through desktop PC for incorporation
into accounting reports, copy/print usage tracking by
individual or department, etc.

PRINT DRIVERS:
Minolta PCL6 Uni-printer driver for Windows 95/98
Minolta PCL6 Uni-printer driver for Windows NT 4.0
Minolta PCL6 Uni-printer driver for Windows 2000
PostScript 3 Driver + PPD for Windows 95/98
PostScript 3 Driver + PPD for Windows NT 4.0
PostScript 3 Driver + PPD for Windows 2000
Mac Adobe PostScript 3 (8.6 or later) driver + PPD

POWER SUPPLY:
110 - 220V (autoswitching); 50/60 Hz

POWER CONSUMPTION:
Less than 33.3 W

DIMENSIONS (WXHXD):    
6-1/2" x 11" x 12-3/4" (155 x 280 x 325mm) 

WEIGHT:
21 lbs. 8 oz. (8kg)

ACCESSORIES:
SCSI cable
AC Power cable
Parallel cable

OPTIONS:
Network Interface Card: Token-Ring
Enhanced Memory: 128MB DIMM

Pi6500 SPECIFICATIONS

MINOLTA'S Pi6500 PROVIDES SIMPLE,

POWERFUL NETWORK INTERFACE 

WITH BUILT-IN 10/100BASET AND IEEE

1284 COMPATIBILITY AND OPTIONAL 

TOKEN-RING CONNECTIVITY — AND IT

PERFORMS SEAMLESSLY IN A WIDE 

VARIETY OF NETWORK ENVIRONMENTS,

INCLUDING TCP/IP, NOVELL IPX/SPX, 

AND APPLETALK.


